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1Contact customer service if interested in other options. 

Overview
This compact constant current driver works with high-power 
or high-brightness LED systems. The low-voltage driver has 
an output voltage range of 3-12 VDC and an output current 
of 700mA. It has screw terminals for connection. Class 2 and 
Class II Certifications.

Features
•	 Works with high-powered or high-brightness LED products
•	 Compact and low-profile construction
•	 700mA output current
•	 Class 2 and Class II

Product Details
•	 Input Voltage: 100-240 VAC
•	 Output Voltage: 3-12 VDC

100–240 VAC

Voltage Constant
Current CLASS 2

2
CLASS II

Warranty
•	 2-year warranty

Dimensional Drawing
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Available Models1

	□ LD-CU7012-01

Certifications and Compliances
•	 UL Recognized - UL 1310
•	 CE compliant
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Constant Current Driver Specifications
LD Series

Model LD-CU7012-01

OUTPUT

Output Voltage 3-12 VDC

Output Power (NOM) 3W

Output Current (±5%) 700mA

Efficiency1 (TYP) 59%

Ripple & Noise2 (max) 3.6Vp-p

Output Connection Type Screw Terminal Block

INPUT

Input Voltage 100-240 VAC

Input Frequency 50/60Hz

Input Current (max) 220mA @ 115 VAC | 85mA @ 230 VAC

Power Factor (full load) >0.48 @ 115 VAC | >0.4 @ 230 VAC

Inrush Current (max) 21A @ 240 VAC

Leakage Current <1mA @ 240 VAC

Output Connection Type Screw Terminal Block

PROTECTIONS

Short Circuit Hiccup mode, recovers automatically after fault condition is removed

ENVIRONMENTAL

IP Rating IP20

Environmental Rating Non-weatherproof, Suitable for Dry Locations

Ambient Operating 
Temperature

-10 to 40°C (14 to 104°F)

Operating Humidity 20-90% RH, non-condensing

Storage Temp. & Humidity -20 to 80°C (-4 to 176°F), 10-90% RH

SAFETY

Safety Standards UL 1310

EMC Standards3 EN55015, EN61547, EN61000-4-2,3,4,5,6,8,11

Withstand Voltage VP-0/P: 3.75KVAC

Isolation Resistance VP-O/P: 100M ohms/500 VDC@25°C

MTBF 100K hours min. @Ta=25°C

NOTES

1. All parameters NOT specially mentioned are measured at 240V AC input, rated load and 25°C Ta.
2. Ripple & Noise are measured at 20MHZ bandwidth oscilloscope with 0.1uf & 47uf parallel capacitor.
3. The power supply is considered a system component. The completed system must be re-confirmed to meet EMC standards.
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